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UNPACKING YOUR NEW SATURN:
When your package is delivered, check each of the 3 
cartons carefully for signs of rough handling. If the 
SATURN is damaged, notify the carrier immediately 
and request an inspection. Be sure to keep the cartons, 
packing inserts, packing lists and carrier’s receipt until 
the inspector has verified your claim.

EDIC’s liability ceases when the carrier picks up the 
shipment. However, our customer service staff will be 
happy to furnish any information needed in connection 
with the claim and will attempt to expedite a resolution.

PLEASE READ BEFORE 
OPERATING YOUR NEW SATURN:
Read the manual carefully and completely before at-
tempting to operate the unit. This manual has important 
information for the use and safe operation of the ma-
chine. Keep this manual handy at all times.

This equipment has been engineered and manufactured 
to provide excellent performance and service. To ensure 
that your equipment will continue to perform as intend-
ed:

• Maintain and inspect equipment regularly
• Use only original EDIC parts when servicing.
• Operate equipment with care.

If additional information is needed, please contact EDIC 
at: 800-338-3342 or email info@edic-usa.com                       

All information and specifications printed in the manual 
are current at the time of printing; however, because of 
EDIC’s policy of continual product improvement, we 
reserve the right to make changes at any time without 
notice.

FAILURE TO COMPLY WITH THE FOL-
LOWING WARNINGS AND INSTRUC-
TIONS WILL VOID THE WARRANTY.

WARNING!  
• Do not operate the machine unless trained and au-

thorized.
• Do not leave the machine unattended when plugged 

in. Unplug from the outlet when not in use, before 
servicing, and when changing the brushes or pads.

• Use indoors only.
• Do not allow to be used as a toy. Close attention is 

necessary when used by or near children.
• Do not bypass or defeat the safety “lock-out lever.”
• The machine was designed for use as per instruc-

tions and recommendations written in this manual. 
Any deviation from its proper use or purpose and 
the consequential damage that may occur is the sole 
responsibility of the end user.

• Do not use with damaged cord or plug. If the ma-
chine is not working as it should, or it has been 
dropped, damaged, left outdoors or dropped into 
water, take it to an authorized service center.

• Do not pull or carry by cord, use cord as handle, 
close a door on the cord or pull cord around sharp 
edges or corners. Do not run machine over cord. 
Keep cord away from heated surfaces.

• Do not unplug by pulling on cord. To unplug, grasp 
the plug, not the cord.

• Do not handle plug or appliance with wet hands.
• Make sure the machine is plugged into an electrical 

outlet with the same voltage and frequency rating 
as shown on the nameplate of the machine. Do not 
attempt to plug a 115- volt machine into a 230- volt 
outlet.

• Do not immerse or use this machine in standing 
water. Such use can cause electric shock.

• Keep the electrical supply cord from contacting the 
rotating brush or drive block.

• Do not expose machine to freezing temperatures. 
• To avoid electric shock, do not expose the unit to 

rain. Store indoors only.
• Connect to a properly grounded outlet only. See 

“Grounding Instructions.”
• Turn off all controls before unplugging.
• When using an extension cord, use a 3 conductor-

grounding cord, 12 gauge wire or heavier. Do not use 
more than 25’ of extension cord.

• Do not put any object into openings. 
• Do not use with any opening blocked. Keep free of 

dust, lint, hair and anything that may reduce air flow.
• Do not operate machine in flammable or explosive 

areas.
• All servicing of EDIC equipment should be per-
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formed by an EDIC authorized service center.
• Keep hair, loose clothing, fingers and all parts of 

body away from openings and moving parts.
• Use extra care when cleaning near stairs. 
• When servicing machine, use manufacturer’s sup-

plied or approved replacement parts.
• Do not wrap the cord too tightly when storing.
• Work only in well lit areas.
• This equipment is heavy. Use proper lifting tech-

niques when lifting heavy equipment. 

PROPER LIFTING TECHNIQUES:

1. Stand close to the load with your feet spread shoul-
der width apart. One foot should be slightly in front 
of the other for balance

2. Squat down, bending at the knees (not your waist). 
Tuck your chin while keeping your back as vertical as 
possible

3.  Get a firm grasp of the object before beginning the 
lift.

4. Slowly begin straightening your legs, lifting slowly. 
Never twist your body during this step.

5. Once the lift is complete, keep the object as close to 
the body as possible. If the load’s center of gravity 
moves away from your body, there is a dramatic in-
crease in stress to the lumbar region of the back.

GROUNDING INSTRUCTIONS:
This piece of equipment must be grounded. Should an 
electrical malfunction occur, grounding provides a path 
of least resistance for electrical current- reducing the risk 
of electric shock. This piece of equipment is furnished 
with a cord that has a grounding conductor and ground-
ing plug. The grounded plug must only be plugged 
into an appropriate outlet that is properly installed and 
grounded in accordance with all local codes and ordi-
nances.

WARNING:
Connecting the equipment to an improperly grounded 
outlet can result in an increased risk of electric shock. A 
qualified electrician should be consulted if you are un-
sure that the outlet is properly grounded. Do not modify 
the plug provided with the equipment. If it will not fit 
the outlet, have a proper outlet installed by a qualified 
electrician.

This appliance is designed for use on a 120-volt circuit. 
The grounding plug provided looks like the plug illus-
trated in Figure 1. Replace the plug if the grounding pin 
is damaged or broken.
The Green (or Green/Yellow) wire in the cord is the 
grounding wire.  When replacing a plug, this wire must 
be attached to the grounding pin only.

DO NOT use extension cords.    

Servicing:
In the event that your SATURN requires service, please 
contact EDIC at:
 800-338-3342 
or email info@edic-usa.com 
Do not attempt repairs yourself. EDIC will assist you in 
locating an indepedent service contractor. 

Fig. 1
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 FINAL ASSEMBLY INSTRUCTIONS:
PLEASE READ MANUAL COMPLETELY BEFORE 
PROCEEDING TO  FINAL ASSEMBLY INSTRUC-
TIONS ON PAGE 5

PREPARING THE MACHINE FOR
OPERATION
Your floor machine will operate in a wide variety of hard
floors and carpet cleaning applications. Consult with 
your local dealer or EDIC Customer Service to select the 
correct accessories for the job you are going to perform.

BRUSH, PAD DRIVER
INSTALLATION
Lock the handle in the upright position and tip the ma-
chine back so it rests on the handle and wheels. Fit the 
three slots of the clutch plate in the back of the brush
or pad driver over the three lugs of the drive plate (Fig. 
1). Push it firmly into position and turn it counterclock-
wise until it locks in place (Fig. 2).

TO REMOVE PAD DRIVER: Tip the machine back so it 
rests on the 
handle and wheels. Turn the brush or pad driver 
clockwise until it disengages and lifts off. Do not store 
the machine with the brush or pad drivers installed.

PAD INSTALLATION
TO INSTALL PAD: Tilt the machine back on wheels 
until machine is resting on handle. Center the pad on the 
pad holder  and place the pad onto the pad holder. 

TO REMOVE PAD: Simply remove the pad from the 
pad holder by pulling it away from the pad holder with 
steady force.

MACHINE OPERATION
1. Install the pad driver and pad, brush or attachment. 
2. Plug in machine.
3. Lower the handle to the desired operating position.
4. Place both hands on the handle grips with your fin-

gers around the ON/OFF lever which extends from 
one side to the other underneath the handle grips.

5. The safety LOCK-OUT lever is located underneath 
the right side handle grip and ON/OFF lever.  To 
unlock the LOCK-OUT lever, use your right hand 
forefinger to press the lever down toward the back of 
the switch box

6. While pressing the LOCK-OUT lever, pull the ON/
OFF lever on either side of the handle to start the 
machine. 

7. The LOCK-OUT lever will automatically lock when 
you release the ON/OFF lever preventing the ma-
chine from being turned on until it is unlocked 
again. 

TO MANEUVER YOUR FLOOR MACHINE
1. Raise the handle slightly and the machine will go to 

the right. The higher you raise it, the faster it will go.
2. Lower the handle and the machine will go left. The 

more you lower it, the faster it will go.
3. Practice on a smooth surface to gain experience in 

operating the unit before moving on to other surfac-
es.

DUAL SPEED FUNCTION FOR 17DS3-BK-P 
& 20DS3-BK-P:
Use the black switch located directly behind the motor 
to switch between low speed (180RPM) and high speed 
(320RPM).  Do not change speeds while machine is run-
ning. Always wait until motor has stopped completely 
before changing speeds. 

Storage:
Wipe with a clean damp cloth after every use.
Store in a clean dry place.

CORD STORAGE:
• Unplug the cord- Clean and inspect for damage.
• Wrap the cord around the left side handle grip.
• Do not wrap too tightly.
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FINAL ASSEMBLY INSTRUCTIONS:

PLEASE CHECK THAT YOU HAVE RECEIVED 3 
CARTONS. EACH CARTON IS MARKED, AS FOL-
LOWS:
1. BASE ASSEMBLY
2. HANDLE ASSEMBLY
3. BRUSH COVER ASSEMBLY

Open all three cartons and pull out the assemblies. The 
base assembly in carton 1 is encased in a clam shell foam 
assembly. pull off the top foam piece exposing the base 
assembly inside. Reach and grab the base assembly and 
pull it out using proper lifting techniques. The assembly 
is very heavy (75lbs), ask for assistance if you cannot 
do it by yourself. Check for damage- report damage to 
freight carrier immediately. If no damage is present, pro-
ceed to the following final assembly procedure.

Tools required:
• 5/16” Allen wrench
• Pair of adjustable wrenches or three open wrenches 

(9/16”, 7/8”, and 13/16”)

ASSEMBLY OF THE BRUSH COVER TO MOTOR 
ASSEMBLY:
1. Place motor base assembly upside down on the floor 
or on a work bench.

2. Pull out the brush cover from carton 3 and align the 
four holes on the brush cover to the four holes on the 
motor.         

3. Use the four screws in the bag and mount the brush 
cover. Hand-tighten the screws first and then use a
wrench to tighten them firmly. Use a CROSS pattern to 
tighten the bolts as shown below.

4. Flip the motor base and place it on the floor right side 
up after making sure the brush cover is
firmly attached.
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5. Open the handle carton and set the handle nearby the 
motor base.

6. Unscrew the nut (C13100 )from the pivot axle screw 
(C22558). Slide out the pivot axle screw from the
handle bracket on the motor base frame.

7. Insert the pivot tube at the lower end of the handle be-
tween the handle bracket on the base frame and align the
holes to one another.

8. Insert the pivot axle screw (C22558) through the 
handle bracket and the handle pivot tube. Hand tighten 
the nut (C13100) to the pivot axle screw and finish by 
tightening with a wrench.

ASSEMBLY OF THE HANDLE TO THE MOTOR 
BASE:
1. Locate the nut (C11558) on the end of the locking 
clamp handle assembly (C11536) and unfasten it.

2. Slide out the locking clamp handle (D11497) assembly 
with spade bolt (C11536) and set it aside.



7

3. Insert the locking clamp handle/spade bolt assembly 
through the Cord Hook Clamp assembly (located on the 
handle) and the left and right handle braces ( D11481, 
D11482).

4. Put the locking clamp handle in the unlocked position 
(pointing up) and start tightening the nut C11558 on the
threaded portion of the spade bolt (C11536).

5. Check the cord hook clamp is sliding up 
and down freely on the handle stem with lock-
ing clamp handle in the unlocked position.

6. Place the handle in the down position to check the 
locking function. If too tight, unlock the handle and 
loosen the nut (C11558) slightly. If too loose, unlock the 
the handle and tighten the nut (C11558), as needed. You 
have assembled the cord hook clamp assembly properly 
when the locking handle locks firmly in the DOWN po-
sition and unlocks and slides easily in the UP position.     

          
(UNLOCKED)

(LOCKED)

7. Plug the male motor cord plug to the female handle 
cord plug. Your Assembly is done. Refer to Brush/Pad 
driver installation and operation sections before operat-
ing the unit.
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20 Inch Models

D11486B Brush Cover, 20 in, Black
E11478 Bumper, 20 in Floor Machine

C22558 Pivot Axle Screw
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EDIC STANDARD LIMITED WARRANTY PLAN FOR MACHINES PURCHASED AF.TER 11/01/14 

The following Limited Warranty is given by EDIC with respect to the following specific EDIC products: 

Polaris 
Galaxy 5
E ndeavor 

.HeatNRun 
Saturn High Speed 
Aviator 
Pilot 

Fivestar 
Galaxy 
Bravo 
Saturn Low Speed 
Saturn Dual Speed 
Atlas 

Supernova 
Galaxy Pro 
Rover 
Saturn HD Low Speed 
AquaDri 

Dynamo 

LIFETIME on rotationally molded polyethylene tanks, stainless steel heater tank and Saturn stainless steel brush covers. 
5 YEARS on service labor, and all other parts not covered by the Lifetime terms. 

EDIC Automotive Extractors have the following limited warranty on replacement parts and service labor: 
LIFETIME on rotationally molded polyethylene tanks and stainless steel heater tank. 
2 YEARS on .service labor, and aUother parts not covered by the Lifetime terms. 

EDIC REPLACEMENT PARTS LIMITED WARRANTY PLAN 
All parts sold as replacement parts for ou t-of-warranty EDIC products have the following Limited Warranty, with no warranty on labor: 
30DAYS 

-Your product is warranted to be free of defects in material and workmanship for the period set forth above, after the date of delivery to the
retail purchaser, when operated in normal service and used in acc.ordance with the operating and maintenance instructions in the Owner's
l\,ianual. This warranty is limited to and provides at no cost to the retail purchaser repair or replacement of parts determined to be def�ctive,
at EDI C's option, and labor, if provided for above, to replace or repair the parts ("service labor") according to EDIC 's Standard Rates, during
the warranty period.set forth above. This warranty excludes transportation charges unless authorized in writing by EDIC. Nowa1nnty returns
for refund or credit will be permitted. In the event of a defect, these are your exclusive remedies. Warranty claim� must be made in writing to
EDIC prior to returning the product and no products will be accepted for repair or replacement without prior authorization by EDIC. Use of
parts not approved by EDIC in EDIC products will void this warranty. Warranty repair or replacement shall not extend the original warranty
period of the product, and replacement parts used for in-warranty repairs will only be warranted for the remainder of the original warranty
and not from their installation date. Any parts or product replaced under this Limited Warranty will become the property of EDIC.

·

I BUSINESS REPLY CARD I 
- - - - _-:rr,,.. - - --- -___ �----� - - _ .... _- - ,_, __- -.= ..... .,,, 

1753 BLAKE AVENUE 
LOS ANGELES, CALIFORNIA 90031�1006 

PLACE 
STAMP 
HERE 

The Post Office 

will not deliver 

mail without 

postage 
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EXCEPTIONS AND EXCLUSIONS FROM THE WARRANTY. This Limited Warranty only covers product issues caused by defects 
in material or workmanship during normal service. It does not cover product issues from any other cause, including but not limited to (a) 
transportation damages; (b) alteration by unauthorized persons; (c) unauthorized use, unreasonable use, misuse, or abuse (including the use 
of incompatible or corrosive chemicals or overloading of capacity); ( d) failure caused by lack of proper maintenance and cleaning; ( e) normal 
wear on items such as cords, belts, hoses, switches, bumpers, gaskets, seals, carbon brushes, squeegees, harnesses, valves, cams, extraction 
brushes, bearings, handle grips, filters and finishes; ( f) acts of God; or (g) modification of or any part of the product. This Limited Warranty 
does not cover EDIC products sold AS IS and WITH ALL FAULTS. This Limited Warranty is valid only in the United States and Canada. 

We suggest that you complete and return the enclosed product registration card promptly to facilitate verification of the date of the original 
purchase. However, return of the product registration card does not eliminate the need for the retail purchaser to maintain the original proof of 
the purchase in order to obtain the warranty benefits. In the event that you do not have proof of purchase date, the purchase date for purposes 
of this warranty will be the date of manufacture. 

For specific information on how to obtain warranty services for your product, please write to: 
EDIC/Warranty Department 

1753 Blake Ave. 
Los Angeles, CA 90031 

THERE ARE NO WARRANTIES WHICH EXTEND BEYOND THE DESCRIPTION ON THE FACE OF THIS STATEMENT. 
THERE IS NO IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY USE ON THESE GOODS. 

NO IMPLIED WARRANTY, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, APPLIES TO THE PRODUCT AFTER THE APPLICABLE PERIOD OF THE EXPRESS LIMITED 
WARRANTY STATED ABOVE, AND NO OTHER EXPRESS WARRANTY, EXCEPT AS MENTIONED ABOVE, GIVEN BY 
ANY PERSON OR ENTITY WITH RESPECT TO THE PRODUCT SHALL BIND EDIC. EDIC SHALL NOT BE LIABLE 
FOR ANY FORM OF ACTION FOR ANY DAMAGES, WHETHER DIRECT, SPECIAL, INCIDENTAL, CONSEQUENTIAL, 
OR INDIRECT, TO PROPERTY OR PERSON, INCLUDING BUT NOT LIMITED TO, DAMAGE OR LOSS OF INCOME, 
LOSS OF PRODUCTION, OR LOSS OF PROFITS DUE TO MALFUNCTIONING OF ANY PRODUCT, REGARDLESS OF 
THE LEGAL THEORY ON WHICH THE CLAIM IS BASED. IN NO EVENT SHALL RECOVERY OF ANY KIND AGAINST 
EDIC BE GREATER IN AMOUNT THAN THE PURCHASE PRICE OF THE PRODUCT SOLD BY EDIC, AND CAUSING 
THE ALLEGED DAMAGE. WITHOUT LIMITING THE FOREGOING, YOU ASSUME ALL THE RISK AND LIABILITY FOR 
LOSS, DAMAGE OR INJURY TO YOU AND YOUR PROPERTY AND TO OTHERS AND THEIR PROPERTY ARISING OUT 
OF l:JSE OR MISUSE OF, OR INABILITY TO USE, THE PRODUCT NOT CAUSED DIRECTLY BY NEGLIGENCE OF EDIC. 
TIDS LIMITED WARRANTY STATES YOUR EXCLUSIVE REMEDY. 

Some states do not allow the exclusion or limitation of incidental or consequential damages, or allow limitations on how long an implied 
warranty lasts, so the above limitations or exclusions may not apply to you. This Limited Warranty gives you specific legal rights and you 
may have other rights which vary from state to state (or province). 
0900.002/9989 

EDIC STANDARD LIMITED WARRANTY PLAN FOR MACHINES PURCHASED AFTER 11/01/2014 
REGISTRATION CARD 

TO PROTECT YOUR INVESTMENT, FILL OUT AND MAIL THIS CARD TODAY. 
THIS CARD REGISTERS THE WARRANTY ON YOUR NEW EDIC EQUIPMENT. 

Model No. ___________ _ 

Serial No. _ __ _ _ _ _ _ _ _ _  _ 

NAME __________________ _ 

EMAIL _________ _________ _ 
TITLE _______________ ___ _ 
COMPANY ______________ ___ _ 
ADDRESS _________________ _ 
CITY, STATE, ZIP ______________ __ 
PHONE __________________ _ 
TYPE OF BUSINESS _____________ __ 
PURCHASED FROM ______________ _ 
DATE DELIVERED ______ _ _ _ _____ � 
WE CAME TO KNOW ABOU T EDIC EQUIPMENT AS THE 
RESULT OF: ( ) ADVERTISING ( ) DEALER ( ) REFERRAL 
( ) TRADE SHOW ( ) OTHERS _________ _ 
( ) PREVIOUS EXPERIENCE WITH EDIC EQUIPMENT 
t l INTERNET 

PLEASE SEND INFORMATION ON THE 
FOLLOWING: 
( ) TILE AND GROUT MACHINES 
( ) AQUA DRI BLOWERS 
( ) AVIATOR AXIAL FAN 
( ) SELF CONTAINED EXTRACTION UNITS 
( ) POWER WANDS 
( ) BACKPACK VACUUM CLEANERS 
( ) BOX EXTRACTORS 
( ) WET/DRY VACUUMS 
( ) SATURN FLOOR MACHINES 
( ) TOUCHLESS BATHROOM CLEANING EQUIPMENT 
( ) AUTOMATIC FLOOR SCRUBBERS 
( ) HEPA OR ULPA FILTRATION 
( ) WANDS AND TOOLS 

ZF 1139-2 (Rev 11/14) 
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